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1.1 - Purpose of the manual  
The manual, written by the manufacturer, contains information for the assembly, use 
and maintenance of the CCS103CETCF trolley, as well as the fundamental criteria 
to operate in total safety. 
The manual is intended for use by qualified personnel (operator) who must have an 
accurate technical preparation to carry out the activities assigned. 
The manual is an integral part of the trolley: in case of transfer of property the seller 
is obliged to give the manual to the new owner. 
The use of the manual for purposes different from the use and maintenance of the 
trolley is forbidden. 
The operator must read, understand and follow the instructions contained in the 
manual and in particular the prescriptions highlighted by the following symbols. 
 

 
Indicates information or procedures which must be strictly followed in order to avoid 
compromising the safety of persons. 
 

 
Indicates important information or procedures. 
 

1.2  - Trolley identification data 
 

 
A) Serial N° 
 
1.3 - Technical assistance 
Requests for technical assistance must be addressed to the manufacturer or nearest 
technical assistance centre. 



1.4 - Disclaimer 
The manufacturer shall not be liable for: 
• improper use of the trolley 
• incorrect installation 
• unauthorised modifications to the trolley or unauthorised interventions 
• total or partial non-observance of the instructions 
• use of non-original spare parts or spare parts which are not specifically for that 
  model. 
 

1.5 - Attached documentation 
• Guarantee certificate. 
 

 
 

2.1 - General description 
The function of the trolley is to serve a pneumatic tool (impact wrench) in order to: 
• reduce acoustic pollution 
• eliminate harmful dusts and lubrication mist from the air, discharged by the tool. 
 

2.2 - Main components 
 

 
 
 
 
 
 
 
 
1) Frame 
 
2) Metal container 
 
3) Lubricator reduction gear  
    filter unit 
 
4) Filter unit 
 
5) Silencer 
 
6) Pressure gauge 
 

2.3 - Use foreseen 
The trolley must only be used with the manufacturer’s tools, respecting the values 
indicated.  
For exclusive use in compressed air industrial syst ems. 
 
 

2.4 - Forbidden uses 
The use of the trolley in an environment where there is a risk of fire or explosion is 
forbidden. 
The use of the trolley with any liquid fluid is forbidden. 
The use of the trolley with gaseous, inflammable, toxic, corrosive fluids is forbidden.  
 
 

2.5 - Signs  
Check that all plates are always present and legible, and if this is not the case 
replace them positioning the new ones in the original position. 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
A - Indicates the need to regularly drain the water and control the oil level. 
 
 
 
 
 
 
 
 
 



2.6 - Technical features 
- Overall dimension 

 
- Technical data 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
Carefully read the instruction manual before using the trolley or carrying out any 
maintenance or other intervention. 
Respect the indications on the plates on the trolley. 
Do not carry out any action that may compromise the safety of persons or animals. 

The operator must have the skills and expertise required for the task to be carried 
out. 
Only use the machine for the uses foreseen by the manufacturer; the use of the 
machine for improper uses may compromise the safety of persons. 
Never exceed the maximum operating pressure. 
Wear the protective wear foreseen by the laws in force. 
Do not tamper with any device to obtain performances different from those foreseen. 
Do not use a faulty trolley. 
 
 

 
 

 
Use adequate lifting and handling means. 
Do not stack the packaging as it is not made to be piled up. 
 
 

4.1 - Dimension and weight of the packaging 
The trolley is wrapped in anti-shock material and is placed inside a cardboard 
package. Depending on the distance of destination and on the means of transport, 
the cardboard package should be fixed to a pallet on the bottom. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
4.1.1 - Disposal of the packaging 
Packaging material must be disposed of in accordance with the laws in force. 
 

Minimum network 
delivery rate 

1600 l/1’ 

Network pressure 
(constant) 

min. 8 bar 
max. 10 bar 

Max. operating 
pressure 

8 bar 

Pressure adjustment 
range 0,4 ¸  8 bar 

Max. operating 
temperature 

80 °C 

Internal diameter of 
trolley air supply pipe 

min. 
13 mm 

Weight 27 kg 

 



4.2 - Pneumatic connections 
 
4.2.1 – Connection to the network 
 

 
Do not connect the trolley to 
a pneumatic network with 
lubricator. 
Do not place a pressure 
reducer-filter between the 
pneumatic network and the 
trolley. 
Only use dehumidified 
compressed air without 
pollutants. 
 

 
 
 

 
4.2.2 – Tool connection 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

A) Tool compressed air blowout connector 
 
B) Tool air delivery connector  

4.2.3 – Accessory connection 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
- Disconnect the trolley from the pneumatic network. 
- Remove the top from the connector and screw on the accessory supply tube. 
 

 

 
 

 
Follow the general safety information (see chapter 3) and respect the technical data 
values (see chapter 2). 
 

5.1 - Pressure adjustment  
Lift knob “A”. 
Turn the knob to adjust the tool air pressure supply. 
The pressure value is shown on pressure gauge “B”. 
 
To reduce the pressure, first set it below the desired value and then increase it up to 
the value required. 
Once you have adjusted the pressure push knob “A” downwards. 
 
 



 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

5.2 - Lubricator adjustment 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
To avoid damaging the tool, the air must be lubricated. 
Use knob “A” to control the drops so that 8 ÷ 10 drops per minute are released into 
the lubricator. 
 

 

 
 

 
Check the suitability of the trolley to the task to  be carried out according to the uses 
foreseen by the manufacturer. 
 

 
• Check that the pipes are correctly connected to the connections. 
• Check the oil level in the lubricator. 
 
6.1 - Controls and indicators 

 

A) Valve 
    On position “I” it gets the air from the air network to the FRL to adjust the air  
    pressure supplied to the tool. 
    On position “II” it gets the air from the air network to the tool at the same pressure. 
 
B) Knob 
    Adjusts the air pressure supply to the tool. 
 
C) Pressure gauge 
    Indicates the pressure adjusted to the required value. 
 



D) Level indicator 
    Indicates the level of condensate inside the filter. 
 
E) Level indicator 
    Indicates the level of lubricant inside the lubricator. 
 
 
 

 
 

 
Depressurise the trolley before carrying out any ma intenance operation. 
 
 
7.1 - Periodical checks  
On a daily basis check: 
• the integrity of the pipes.   Replace them in case of any  sign of  aging,  breaking,    
  swelling etc; 
• the amount of condensate inside the filters. If the quantity is excessive it must be  
  drained; 
• the amount of oil in the lubricator. If below minimum level top up with suitable oil. 
 
7.2 - Cleaning the trolley 
 

 
Do not use solvents to clean the trolley. 
 
Clean the trolley with a damp cloth and neutral detergents allowed by the laws in 
force. 
 
7.3 - Draining condensate from the filters 
 

Condensate in the filters is drained automatically: 
• when there is no pressure in the trolley system; 
• when condensate reaches the maximum level; however try to maintain the level of 
condensate below the maximum level displayed on the level indicator. 
 
7.4 - Topping up the oil in the lubricator 
 

Unscrew the cup and top up with oil up to the maximum level displayed on the level 
indicator.  
Only use low viscosity oil suitable for compressed air equipment. 
 

7.5 - Long period of inactivity 
 

If the trolley remains unused for a long period: 
1) wash it and drain the condensate from the filters; 
2) remove the oil from the lubricator; 
3) park the trolley in a place protected against bad weather. 
Before use put oil into the lubricators. 
 
7.6 - Scrapping the trolley 
 

Separate the components on the basis of the nature of the materials of which they 
are made. 
Hoses, plastic material components and oils must be disposed of separately 
according to the laws in force. 
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9.1 - Replacing the filters 
 

 
Depressurise the trolley before replacing the filte rs. 
 
 

 
Components must be replaced with original spare parts specifically for that model 
only. 
 

 
 

It is suggested to change the filter every 6 months. 
 
Disassembly: 
1) unscrew cup  “A”; 
2) remove filter  “B”. 
 
Assembly: 
1) place the new filter  “B”; 
2) screw the cup  “A” properly. 
 
 
 
 

9.2 - Replacing of the silencer’s cartridge 
 

 
Depressurise the trolley before replacing the filte rs. 
 

 
Components must be replaced with original spare parts specifically for that model 
only. 
 

 
 

It is suggested to change the cartridge every 6 months. 
 

Disassembly: 
1) unscrew the four nuts “A” that close the side of the silencer; 
2) dismount the cover “B” and the gasket “C” of the silencer; 
3) dismount the cartridge “D”. 
 
Assembly: 
1) place the new cartridge “D”; 
2) place the gasket “C” and the cover “B” of the silencer; 
3) tighten completely the four nuts “A” that close the side of the silencer. 
 
 
 
 



 
To order spare parts please specify: 
- model of the trolley, serial number, identification code, name and quantity of the  
  spare part required. 

 

 
Pos. Code N° Description Q.ty 

1 D.02.18.0016 FRAME KIT 1 

2 D.02.18.0045 INLET KIT 1 

3 D.02.18.0048 RILSAN HOSE KIT 1 

4 D.02.18.0010 WHEEL KIT 1 

5 D.02.18.0022 SCREWS KIT 1 

6 D.02.18.0008 SILENCER KIT 1 

6 D.02.18.0053 UNLOCKING SILENCER KIT 1 

7 D.02.18.0022 SCREWS KIT 1 

8 D.02.18.0049 HOSE FITTINGS 1 

9 D.03.01.0001 LUBRICATOR FILTER-REDUCER UNIT 1 

10 D.03.03.0003 BRAKET KIT 1 

11 D.03.04.0001 DOUBLE BEAM 1 

12 D.03.02.0002 PRESSURE GAUGE 1 

13 D.03.05.0003 LUBRICATOR 1 

14 D.03.05.0002 FILTER-REDUCER 1 

15 D.02.18.0013 TUBE KIT 1 

16 D.02.18.0050 TUBES KIT 1 

17 D.03.05.0001 FILTER UNIT 1 

18 D.03.04.0002 SINGLE BEAM 1 

19 D.09.18.0002 MANUAL BY-PASS 1 

20 D.02.18.0001 TUBE KIT 1 

 
 
 

 
 

Dino Paoli S.r.l.   -  Via G. Dorso, 5  -  42100 Reggio nell’Emilia (RE)  -  ITALY 
T. +39 0522 300 828   -   T. +39 0522 364 511   -   F. +39 0522 304 864 

www.paoli.net  -  info@paoli.net 


