
AVAILABLE VERSIONS

WWW.PAOLI.NET | SALES@PAOLI.NET | +39.0522.364511

HIGHLIGHTS
Special unhanded version: 
loosens at same speed both 
the nuts tightened clockwise 
and anticlockwise

UH
Fast right hand version:
loosens nuts tightened 
anticlockwise fasterRH

Fast left hand version: 
loosens nuts tightened 
clockwise faster

LH

MANUAL
Operating and 
Maintenance
Manual

DP 2000 SE
BEST PRACTICE IMSA / GARAGE

Product name 
Front Cover Type

DP 2000 SE 
AEROSPACE 7075 ALUMINIUM

Product code LH Version
Product code RH Version 
Product code UH Version 

2000SE.00010
2000SE.00011
2000SE.00012

Square drive 1” 

Weight 3,90 kg (8.6 lbs)

Length 186 mm (7.32”)

Air inlet 3/8” BSP

Supply hose inside diameter 13 mm (0.51”)

Max pressure 20 bar (290 psi)

Free Speed  
(25 bar / 362 psi)

LH / RH 9500 rpm 
UH 9000 rpm

Max torque
LH / RH 2500 Nm (1843 ft-lbs) 
UH 2200 Nm (1622 ft-lbs)

Gun selector plate 2 port

ALSO AVAILABLE

Product name 
Front Cover Type

DP 2000 SE 
CARBON COVER

Product code LH Version
Product code RH Version 
Product code UH Version

2000SE.00013
2000SE.00014
2000SE.00015

Weight 3,83 kg (8.4 lbs)

• More power / more gap
• Metallic powder painted body
• Body made of magnesium alloy

NEW AERONAUTICAL ALUMINIUM 
FRONT COVER AS STANDARD
(carbon cover optional on demand)

THE CLASSIC PAOLI GUN

From 18 years always 
on the pit-lanes
• Lighter
• More powerful
• Evergreen

SUGGESTED COUPLINGS & FITTINGS
• couplings: minimal bore of 7,6 mm (19/64”) 
• male 3/8” BSP fittings

6 NEW CARBON VANES INSIDE

SPLINE   drive
READY


