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HIGHLIGHTS
Special unhanded version: 
loosens at same speed both 
the nuts tightened clockwise 
and anticlockwise

UH
Fast right hand version:
loosens nuts tightened 
anticlockwise fasterRH

Fast left hand version: 
loosens nuts tightened 
clockwise faster

LH

DP 4000 MG
BEST PRACTICE FORMULA 1 / DTM

Product name 
Front Cover Type

DP 4000 MG 
AEROSPACE 7075 ALUMINIUM

Product code LH Version
Product code RH Version 
Product code UH Version 

4000MG.00037
4000MG.00038
4000MG.00039

Square drive 1” 

Weight 3,71 kg (8.18 lbs)

Length 193 mm (7.59”)

Air inlet 3/8” BSP

Supply hose inside diameter 13 mm (0.51”)

Max pressure 20 bar (290 psi)

Free Speed  
(25 bar / 362 psi)

LH / RH 13500 rpm 
UH 12500 rpm

Max torque
LH / RH 3500 Nm (2590 ft-lbs) 
UH 3300 Nm (2442 ft-lbs)

Gun selector plate 3 port (2 port available on demand)

ALSO AVAILABLE

Product name 
Front Cover Type

DP 4000 MG 
CARBON COVER

Product code LH Version
Product code RH Version 
Product code UH Version

4000MG.00040
4000MG.00041
4000MG.00042

Weight 3,64 kg (8.02 lbs)

•	 Powerful
•	 Light
•	 Reliable

7 CARBON PEEK 
VANES INSIDE

THE FIRST GUN TO BE EQUIPPED  
WITH MAGNESIUM ALLOY BODY

SUGGESTED COUPLINGS & FITTINGS
• couplings: minimal bore of 10 mm (25/64”) 
• male 1/2” BSP fittings

BUILT-IN FRS

AERONAUTICAL ALUMINIUM 
FRONT COVER

SPLINE   drive
READY

NEW  OPTIONAL
MONOLITH I NC  PI N

MANUAL
Operating and 
Maintenance
Manual


