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HIGHLIGHTS
Special unhanded version: 
loosens at same speed both 
the nuts tightened clockwise 
and anticlockwise

UH
Fast right hand version:
loosens nuts tightened 
anticlockwise fasterRH

Fast left hand version: 
loosens nuts tightened 
clockwise faster

LH

DP 177 SFE
BEST PRACTICE GT / ENDURANCE / GARAGE

Product name DP 177 SFE

Product code LH Version
Product code RH Version 
Product code UH Version 

177SFE.00004
177SFE.00005
177SFE.00006

Square drive 1” 

Weight 4,20 kg (9.2 lbs)

Length 193 mm (7.59”)

Air inlet 3/8” BSP

Supply hose inside diameter 13 mm (0.51”)

Max pressure 20 bar (290 psi)

Free Speed  
(20 bar / 290 psi)

LH / RH 10000 rpm 
UH 9500 rpm

Max torque
LH / RH 1900 Nm (1400 ft-lbs) 
UH 1800 Nm (1327 ft-lbs)

Gun selector plate 2 port

•	 Fast, powerful and reliable 
•	 New carbon vanes
•	 Increased max pressure

6 NEW CARBON VANES INSIDE

SUGGESTED COUPLINGS & FITTINGS
• couplings: minimal bore of 7,6 mm (19/64”) 
• male 3/8” BSP fittings

AERONAUTICAL ALUMINIUM 
FRONT COVER

MANUAL
Operating and 
Maintenance
Manual


